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Trademarks 

RamoleneTM is a registered trademark for 
Ramtech Overseas, Inc. and is promoted as 
the company’s brand name for its products  
 
 

 

 

 

 

 

 

 

 

 

 

Global Positioning 

Ramtech Overseas, Inc.  can supply its 
range of products to all relevant customers 
globally. Our products are currently 
supplied to a wide customer base around the 
world 
 

 

 

 

 

Business Strategies 
Ramtech Overseas, Inc. will practice and 

implement all business strategies that insure 
reliability, honesty, transparency, flexibility, 
credibility, cost efficiency, quality assurance 

and customer satisfaction 
 

 

 
 

 
 

 

 

 

Quality Control 

Ramtech Overseas, Inc. is committed to 
meet and exceed quality standards in its 

operations and customer dealings. We have 
developed procedures and standards 

necessary to achieve quality goals and 
customer satisfaction   
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Petra Chemicals Co. 
 

……simplifying chemicals trading…… 
  

Company Profile 
 

Since its inception in 1987, Ramtech Overseas Inc. is focused 
on exporting synthetic plastic resins, produced by the most 
reputable producers in North America, to overseas markets. 
Our product range includes plastic resins, such as, Polyvinyl 

Chloride (PVC), both Suspension & Emulsion grades, 
Polyethylene (PE), Polypropylene (PP), Ethylene Vinyl 

Acetate (EVA), and specialty polymers, such as, 
Polyoxymethylene (POM) and others. 

In addition to plastic polymers, PVC Solvent Cement that is 
produced in the USA is an integral part of our business. The 
PVC solvent cement is offered under our own brand name 

“Ramolene” and is of highest quality in the industry. 

We have accumulated the knowledge and experience in 
export management, which allows us to pursue opportunities 
that reduce costs, increase product flowability and improve 

integration into new markets. 

Our team is dedicated to providing the best service possible 
to our customers around the world. 

Ramtech Overseas enjoys excellent reputation and global 
presence, especially in regions, such as, the Middle East 

region, Africa, Palestine, Turkey, India, Pakistan, and many 
others. 

 
 

 

  على تصدير الراتنجات  .Ramtech Overseas, Incشركة    عملت،  1987منذ إنشائها في عام 
راتنجات بلاستيكية مثل   ،البلاستيكية إلى الأسواق الخارجية. تشمل مجموعة منتجاتنا (البوليمرات)

فينيل    اسيتاتو) ، PPوالبولي بروبيلين ( ) ، PEوالبولي إيثيلين () ، PVCالبولي فينيل كلوريد ( 
 وغيرها. ) POMالبوليمرات المتخصصة ، مثل البولي أوكسي ميثيلين (وأيضا ) ، EVAالإيثيلين (

في الولايات    اي يتم إنتاجهت ال PVC انابيب لواصقعد ت بالإضافة إلى البوليمرات البلاستيكية ، 
"  Ramoleneعلامتنا التجارية "  وهي تحمل نشاطنا التجاري،من  مهماالمتحدة الأمريكية جزءا  

 من أعلى مستويات الجودة في الصناعة.  واللتي تعتبر

مثل    في كثير من الدولبسمعة ممتازة وحضور عالمي   .Ramtech Overseas, Incشركة  تتمتع
 . من الدولالكثير  أفريقيا وفلسطين وتركيا والهند وباكستان وغيرهاشمال الشرق الأوسط و 

Vision 

to be a dynamic and 

energetic company in the 

region that is determined to 

provide added values and 

sustainable solutions 

 
Mission 

to provide the plastic 

industries with the chemistry 

needed to produce quality 

finished products using top 

quality raw materials from 

globally recognized suppliers 

 
Objectives 

continuous efforts to improve 

operational efficiency to 

increase productivity and 

customer satisfaction 

 

 

 



 

  

 



 

  

 

Low Density Polyethylene (LDPE) 
 

Product* Melt Index Density Application  
ASTM D1238 ASTM D1505 ASTM D1895     

Ramolene LDBF 18025 (B) (SB) 0.25 0.918 Agriculture Film, Shrink Film 
Ramolene LDBF 19025 0.25 0.919 Heavy Duty Bags, Industrial Shrink Film 

Ramolene LDBF 19060 B 0.60 0.919 Heavy Duty Bags, Industrial Shrink Film 
Ramolene LDBF 19070 (B) 0.70 0.919 Agriculture Film, Shrink Film 
Ramolene LDBF 20025 (B) 0.25 0.920 Agriculture Film, Bottles 

Ramolene LDBF 21180 (B) (SB) 1.80 0.921 Produce bags, Bread bags 
Ramolene LDBF 22033 0.33 0.922 Agricultural Film, Construction Film 

Ramolene LDBF 22080 B 0.80 0.922 Bags & Pouches, Industrial Film, Shrink Film 
Ramolene LDBF 22200 (SB) 2.00 0.922 Clarity Film, Wrap Film, Compounding 
Ramolene LDBF 24033 B 0.33 0.924 Agricultural Film, Construction Film 
Ramolene LDCM 18700 7.00 0.918 Extrusion Coating, Caps & Closures, Toys 
Ramolene LDIM 21240 24.0 0.921 Injection Molding, caps & closures 

*(B) = available with antiblock additive, (SB) = available with slip & antiblock additive 
 

 

 

Linear Low-Density Polyethylene (LLDPE) 
 

Product Melt Index Density Application  
ASTM D1238 ASTM D1505 ASTM D1895     

Ramolene LLDB 18100 1.00 0.918 Agriculture Film, Film Wrap, Shrink Film 
Ramolene LLDB 18100 SB* 1.00 0.918 Agriculture Film, Film Wrap, Shrink Film 

Ramolene LLDB 18200 2.00 0.918 Blown & Cast Stretch Film, General Purpose Film 
Ramolene LLDB 19200 2.00 0.919 Stretch Wrap, Food Packaging 
Ramolene LLDC 18280 2.80 0.918 Cast Stretch Film, FF&S Packaging, General Packaging 

Ramolene LLDC 18320 3.20 0.918 Cast Stretch Film 
Ramolene LLDC 18350 3.50 0.918 Cast Stretch Film, FF&S Packaging, General Packaging 

Ramolene LLDM 24200 20.0 0.924 Trash Cans, Housewares, Toys, Compounding 
Ramolene LLDM 26500 50.0 0.926 Caps & Closures, Containers, Medical Items 

Ramolene LLDR 35500 UV* 5.00 0.935 Roto Molding, Playground Equipment, Tanks 
*SB = contains slip & antiblock additives, UV = contains UV stabilizers 

 



 

  

 

High Density Polyethylene (HDPE) 
 

Product Melt Index Density Application  
ASTM D1238 ASTM D1505 ASTM D1895     

Ramolene HDBF 49006 0.06 0.949 Flexible Packaging (bags, sacks, liners) 
Ramolene HDBM 50115 11.5 0.950 Extrusion Blow Molding 
Ramolene HDBM 53030 0.30 0.953 Extrusion Blow Molding 
Ramolene HDBM 54030 0.30 0.954 Extrusion Blow Molding 
Ramolene HDBM 55035 0.35 0.955 Extrusion Blow Molding 
Ramolene HDIM 52200 20.0 0.952 Injection Molding: caps & closures, housewares 
Ramolene HDIM 53450 4.50 0.953 Injection Molding: large shipping containers 
Ramolene HDIM 53690 6.90 0.953 Injection Molding: large shipping containers 
Ramolene HDIM 55200 20.0 0.955 Injection Molding: caps & closures, housewares 
Ramolene HDIM 56180 18.0 0.956 Injection Molding: large shipping containers 

Ramolene HDIM 60790 (UV) 7.90 0.960 Injection Molding: crates, trays, tote bins 
Ramolene HDIM 65800 (UV) 8.00 0.965 Injection Molding: crates, trays, tote bins 

Ramolene HDIM 65820 8.20 0.965 Injection Molding: crates, trays, tote bins 
*(UV) = available with UV stabilizers 

 

 

Ethylene Vinyl Acetate (EVA) 
 

Product* Melt Index %VA Content Application 
 

ASTM D1238 producer method 
 

    

Ramolene EVA 021180 2.10 18.0 Film, Flexible Packaging, Wire & Cable 
Ramolene EVA 025185 2.50 18.5 Extrusion, Injection Molding, Compounding 
Ramolene EVA 030180 3.00 18.0 Coating, Adhesives, Foaming, Compounding 
Ramolene EVA 045250 4.50 25.0 Extrusion, Flexible Packaging 
Ramolene EVA 060280 6.00 28.0 Extrusion, Footwear, Adhesives, Compounding 
Ramolene EVA 150280 150 28.0 Adhesives, Sealants 
Ramolene EVA 400280 400 28.0 Adhesives, Sealants 

*Wide Spec EVA are available in various specifications: melt index 2 – 8, VA content 14 – 28% 

 



 

  

Suspension Polyvinyl Chloride (SPVC) 
 

Suspension PVC - Prime 

Product Inherent Viscosity Bulk Density Volatiles % Particle Size ASTM D1921 Classification 
 

ASTM D5225 ASTM D1895 max. through 40 mesh through 200 mesh ASTM D1755        

K57 0.69 0.53 0.35 99.9 7.0 GP1-16360 
K65 0.89 0.56 0.30 99.0 4.0 GP4-16450 
K70 1.01 0.48 0.35 99.9 4.0 GP5-15570 
K72 1.09 0.48 0.35 99.9 4.0 GP5-15670 

 

 

Suspension PVC – Near Prime (Wide Spec) 

Product K-value Inherent Viscosity Bulk Density Volatiles % Particle Size ASTM D1921 
  

ASTM D5225 ASTM D1895 max. 40 mesh  
(%min.) 

200 mesh (%max.) 

       

Ramolene R57N 56.4 - 56.9 0.67 - 0.69 0.53 - 0.56 0.18 99.9 34.9 

Ramolene R60N 57.9 - 61.0 0.71 - 0.79 0.52 - 0.61  0.08 99.9 20.6 

Ramolene R65N 63.6 - 66.5 0.80 - 0.98 0.48 - 0.62 0.10 99.9 20.1 

Ramolene R68N 68.5 - 68.5 0.99 - 0.99 0.55 - 0.55 0.06 99.9 17.4 

Ramolene R70N 69.5 - 70.2 1.01 - 1.03 0.52 - 0.54 0.08 99.9 14.3 

Ramolene R72N 70.5 - 72.0 1.00 - 1.03 0.49 - 0.52 0.01 99.9 26.5 
 

 

Suspension PVC – Off-Grade (Sub-Grade) 

Product K-value Inherent Viscosity Bulk Density Volatiles % Particle Size ASTM D1921 
  

ASTM D5225 ASTM D1895 max. 40 mesh  
(%min.) 

200 mesh (%max.) 

       

Ramolene R57P 56.4 - 56.9 0.71 - 0.72 0.55 - 0.58 0.43 97.4  20.6 
Ramolene R60P 58.6 - 61.2 0.73 - 0.79 0.55 - 0.59 0.50 99.6  27.5 
Ramolene R65P* 62.0 - 67.2 0.81 - 0.95 0.52 - 0.59 0.22 99.8 22.9 

*Ramolene R65P is available in a series of grades as shown in the table below. 

 

 



 

  

 R65P   Ramolene™ PVC R65P Series 
  Ramolene™ PVC R65P Series 

Ramolene™ PVC 
R65P series, K-
Values range from 
62-64 and may 
contain black specs 
that makes it most 
suitable to produce 
dark-colored, sewage, 
and non-pressure 
pipes. It is not 
recommended for 
white or high-
pressure pipes. 

Ramolene™ PVC 
R65P is a general 
purpose, medium 
molecular weight 
homopolymer 
designed primarily 
for the extrusion of 
rigid PVC products. 
 
The resin has a 
closely controlled 
particle size 
distribution and 
uniform porosity 
which result in 
excellent blending 
characteristics 
 
Ramolene™ PVC 
R65P exhibits good 
heat stability and bulk 
density characteristics 
which makes it 
especially suitable to 
produce rigid pipes. 
 
Appearance: Free 
flowing powder 

Colors  
Colors are close representation of the actual resins’ color variation but may not be actual 
shades.  

Packaging  
Ramolene™ R65P can be packaged in either 25 Kgs bags or supersacks, subject to 
warehouse availability at time of packaging. M-grades, overs, fines, and chunks are 
packaged in supersacks only.  

 



 
 

Emulsion Polyvinyl Chloride (EPVC) 
 

  Emulsion PVC – Dispersion Homopolymers 

Product K-value Molecular Weight Application 
 

Fikentscher’s Constant 
  

    

F10 68 Medium Flooring, Belts, Traffic Cones 
F24A 65 Low Flooring, Carpet Backings, Fabric Coating 
F25 73 Medium Caulks & Sealants 
F28 75 High Auto Mats, Fabric Coating 
F34 67 Medium Flooring, Carpet Backings 
F38 75 High Bumpers, Auto Mats, Fabric Coating 

FNVA 80 High Flooring, Fabric Coating 
FKVH 75 High Auto Sealants, Fabric Coating 

   *wide specifications & off-grades are available. 

 

 

 

  Emulsion PVC – Dispersion Copolymers 

Product K-value Monomers Application  
Fikentscher’s Constant 

  

    

F40 70 VCM & VAM Auto Sealant, Carpet Backing, Adhesives 
F45 73 VCM & VAM Auto Sealant, Carpet Backing, Adhesives 

 

 

 

   

 

  

 



 

 

  CPVC Solvent Cement 
 

12” pressure pipes 
14” non-pressure pipes 
RamoleneTM 614 
Orange Liquid 
Orange Label 
Heavy Body 
Medium Set 

 

 

 

  UPVC Solvent Cement 
 

4” pressure pipes 12” pressure pipes 
6” non-pressure pipes 14” non-pressure pipes 

RamoleneTM 605 RamoleneTM 617 

Clear Liquid Gray Liquid 
Blue Label Gray Label 
Regular Body Heavy Body 
Fast Set Slow Set 

 

 

 

 

 

 

 

Tetrahydrofuran (THF) % Methyl Ethyl Ketone (MEK) % Cyclohyxanone (CH) % Acetone (Ac) %

605 Regular Fast UPVC Clear 10 - 30 10 - 30 10 - 30 20 - 40

617 Heavy Slow UPVC Gray 20 - 40 1 - 10 10 - 30 10 - 30

614 Heavy Medium CPVC Orange 30 - 40 1 - 5 10 - 20 15 - 25

620 Cleaner Clear 85 - 100

655 Primer Purple 10 - 25 15 - 25 10 - 30 30 - 50

Solvent Composition

Product Specifications

Number Body Set Type Color

Primer & Cleaner 

 



 

  

Specialty Polymers 
 

 Polyoxymethylene (POM) 

 Tymax Tie-layer (LLDPE C6-based polymers) 

 Mxsten Plastomers (LLDPE-C6-based polymers) 
 

 

 

 

 

 

 

 

 

 

 

Other Products from Group Companies 
 

 

 

G.A. Paper International is a privately-owned 
trading company specializing in pulp, paper 

and board sales and distribution. With 
decades of experience, G.A. Paper has 

established a solid position as a reliable and 
engaged partner for producers and 

converters. G.A. Paper offers a complete 
ensemble of services, including sales and 

marketing, trade finance, logistics and risk 
management. 

www.gapaper.com 

 

Betonzal Services Inc. is a solution provider 
to the readymix concrete industry. We aim to 
provide the tools needed to keep ready mix 

concrete mixer drums clean and, on the road, 
minimizing waste and maximizing 

productivity. 

DrumBlaster™ - Automated 
Buildup Control Technology 

 

www.betonzal.com 

 



 

 
CONTACTS 

 

Ramtech Overseas, Inc. 
Corporate Headquarters 

5017 W. Laurel Street, Tampa, FL 33607, USA  
info@ramtechcorp.com , www.ramtechcorp.com 

 

 

MENA Region Local Representation 
 

Global Sales (Issam Billeh) issam@ramtechcorp.com 

North Africa (Leith Bouhaouala)  l.bouhaouala@ramtechcorp.com 

Turkey (Burak Amac) b.amac@ramtechcorp.com 

Egypt (Osama Ramadan) o.ramadan@ramtechcorp.com   

 


